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ADDENDUM

Project: Ross Wells Accessibility Renovation
Project No: 26014

Date Issued: September 16, 2026

Addenda No.: Two (2)

This addendum shall form part of and be included in the Contract Specifications originally issued for the above project and no consideration will be

entertained for extras in the Contract unless noted, due to failure of the Contractor to become thoroughly familiar with this Addendum.

THIS ADDENDUM CONSISTS OF 2 PAGE/S

QUESTION AND ANSWER

1.0

2.0

3.0

Question:

Can the waterline indicated by Note 12 be redirected below grade above the sanitary lines?
Answer:

(RMDG) The existing below-grade sanitary piping depth is currently unknown. The waterline may be
redirected below grade; however, the Contractor shall field verify the existing sanitary piping
elevations prior to proceeding. Where the proposed waterline crosses or is routed in proximity to the
sanitary piping, maintain the required separation between the potable water and sanitary services.
Where applicable, provide a minimum 600 mm (24") vertical separation, measured from the bottom
of the water piping to the top of the sanitary piping.

Question:

The existing waterlines are running exposed above the roof and below the stands, would the new
waterlines be installed in the same manner and would they require insulation?

Answer:

(RMDG) We highly encourage insulation on plumbing piping. But if the building is considered
seasonal use, then the requirement for insulation may not be required. The piping could follow in a
similar way as existing where applicable and shall be installed so that all exposed piping shall be
drained during seasonal drain down procedure.

Question:

Can a new steel stud wall be installed to allow the installation of the new 1”7 DCW waterline that
serves the WC'’s in the Women'’s and Men’s Washrooms?

Answer:

(ATAL) No new walls or furring walls are to be installed; Install new waterlines surface-mounted to
existing masonry walls and secured tightly with pipe straps.
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Question:

Can the waterline that serves the Women’s Southwest WC be ran exposed down the existing block
wall?

Answer:

(RMDG) Yes, so long as the client is aware that this piping may be exposed to regular occupants
and may be a concern of wearing down or vandalism.

Question:

Can the waterlines that serve the Men’'s Washroom LAV’s be ran down through the new wall to
below the countertop and be surface mounted to each LAV?

Answer:

(RMDG) Yes, so long as the client is aware that this piping may be exposed to regular occupants
and may be a concern of wearing down or vandalism.

Question:

Can a wall be installed in the Men’s Washroom where the UR’s are located to allow for the installation
of the drain, vent and waterlines or will the existing wall have to be cut to allow the installation of the
drain and vent line and have the waterline ran exposed down the exterior?

Answer:

(ATAL) No furring-out of the wall is allowed at the urinal's location due to wheelchair clear floor space
requirements. Cut the walls to accommodate drainpipes underneath the urinals where they are not
directly exposed to users. Patch and mimic the masonry units to match the surroundings. Use the
new stud wall left of the urinals to run the vent lines.

Question:

The waterline to and from the existing water heater is only 3/4”, can it remain that size?

Answer:

(RMDG) The addition of an additional water heater was an original design consideration but was
removed from scope at Owner’s request. Please proceed reusing the existing water heater for this
application. Modification to existing piping may be required to suit increased distance and size
demand on existing water heater.

Question:

Are any Fire Extinguishers needed?

Answer:

(RMDG) There is an existing 5Ibs fire extinguisher on site. It is located out of location of construction.
We have fire extinguisher coverage.

End of Addendum
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